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DRAFT NEW RECOMMENDATION ITU-R SF.[4-9S/ESV-C]

Guidance for determination of interference from
carth stations on vessels to stations in the fixed service

when the ESV is within the “minimum distance”
(Quesﬁom‘ ITU-R 226/9 and ITU-R 254/4)

The ITU Radiocommunication Assembly,
considering

a) that WRC-2000 adopted Resolution 82 calling for ITU-R to urgently complete its studies
related to ESVs, in particular not to have the potential to cause unacceptable interference to stations
of other services of any administration;

b) that vessels may be equipped to operate FSS earth stations (ESVs) which transmit in the
FSS networks in the 5 925-6 425 MHz band (Earth-to-space) under No. 4.4 of the Radio
Regulations (RR);

c) that vessels may be equipped to operate as ESVs in the 14-14.5 GHz band under No. 4.4 of
the RR or as secondary service in the MSS:

d) that some of the bands in considering b) and c) are shared on a co-primary basis with the
Fixed Service:

e) that if ESVs were to be permitted to operate in sea-lanes and channels near to shore it
would be necessary to define composite areas for these operations

H that Recommendation ITU-R SF.[Doc. 4/85-9/108] provides a way to define such an area;

g) that stations in the fixed service within such an area must be examined to determine
whether they will experience more than a permissible amount of interference;

h) that many fixed service digital systems operate under automatic transmit power control
(ATPC);
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» that interference events of more than a few seconds can result in significant long-term
outages in digital fixed service systems;
k) that Recommendations ITU-R SF.1006 and/or ITU-R SM.1448 provide methods that couid

be used for the determination of interference potential between stations in the fixed-satellite service
and stations in the fixed service when the ESVs are stationary (see NOTE 1);

D that the methodology for determining the level of interference from ESVs to F§ stations is a
matter for agreement between the administrations concemed;

m) that guidance to administrations on the detailed determination of these levels for
performing a preliminary analysis may nonetheless be of value to some in the detailed assessment
of interference;

n) that Recommendations ITU-R F.696 and ITU-R F.[Doc. 9/BL/21] define pemissible
interference criteria for stations in the fixed service;

0) that different methods and interference criteria are needed to determine the interference
potential from earth stations on board vessels when these are not fixed;
recommends

1 that the guidance described in Annex 1 may be used as a framework for the overail
assessment of interference from earth stations on board vessels operating within the “minimum
distance™ to stations in the fixed service;

2 that the guidance in Annex 2 may be used as the basis for the calculation of interference
from ESVs (see NOTE 2 and NOTE 3);

Recommendation ITU.R SF.[ESV-A] provides FS short term protection criteria for up-to-date links
designed to meet the requirements of Recommendations ITU-T (G.826 and G.828.

Recommendation ITU-R F.383-6, the use of the 6 GHz FS central band (close to0 6,175 GHz) by the
ESV transmitters can significantly reduce the potential interference to the FS receivers since, when
considering interference to any FS channel, there would be benefit from receiver filtering.

NOTE 3 - The method in Annex 2 may be supplemented by the use of the method in Annex 3.

For the definition of minimum distance see Recommendation ITU-R SF.[ESV-A].
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ANNEX 1

Guidance for identifying and using points on the operating contour** for
the determination of interference from emissions from an ESV in motion
to a station in the fixed service (Critical Contour Point Method)

assumes that the FSS and the FS stations have a fixed spatial relationship. ESVs moving into a port

or harbour to a dock or anchorage have a variable relationship with FS stations while in-motion,

Dratft new Recommendation ITU-R SF.[Doc. 4/85-9/ 108] describes a method for using the
operating contour of ESV-equipped vessels to determine an area which can be used in identifying

2 Considerations in determining the CCP

2.1 Stationary operation

For stationary operation of an ESV, the potential for interference can be assessed using
Recommendation ITU-R SF.1006 or ITU-R SM.1448 or by any procedures agreed between the
administrations involved as they would be applied to any new FSS station.

22 In-motion operation

Each FS station within an area (for example, as described in draft new Recommendation
ITU-R SF.[Doc. 4/85-9/1 08]) must be examined to determine whether it will experience more than

** The operating contour is defined in DNR SF.[Doc. 4/85-9/ 108].

C:\WINDOWS\TEMHOQ?E_WWDREV.DOC 26.04.02 10.05.02




-4-
4/92-E

2.2.1 Identification of the CCP for each potentially-affected FS receiver

For any interference exposure of a particular FS receiver from an ESYV terminal on a moving ship,
there are three position-related variables in the calculation:

1) propagation loss exceeded for all but g percentage of time. This loss depends on the length
of the interference path, the Radio-Climatic Zones and may include the effects of any
blockage that may exist on the interference path;

2) FS receiver antenna gain; and
3) ESV antenna horizon gain,

For every point within the operating contour as defined by the deep-draft channel (see Figure 1),
each of these three factors can be readily determined.

For the identification of the critical contour points with respect to a specific FS receiver, the
following three cases need to be distinguished.

Case 1: In this case the main beam axis of the F§ receiving antenna does not intersect any portion
of the operating contour, The only critical contour points required for this case are the points where
the operating contour of the ESV changes direction.

Case 2: In this case, the main beam of the FS antenna (within 10 dB of the maximum antenna gain)
lies entirely within one segment of the operating contour. The points on the operating contour where
the antenna gain is 10 dB below the maximum, determine two additional critical contour points.

The segment of the operating contour between these two CCPs contains the Natural Intersection
Point (NIP), the point where the main beam axis of the F§ antenna intersects the operating contour,
The NIP is always taken as a CCP.

C:\WINDOWS\’IEWME’_WWMV.DDC 26,04.02 10.05.02




ITU-R F.1245.

The criterion that is applied to this interference is the power level taken for long-term interference
in Recommendation ITU-R SF. 1006 or ITU-R F.758.

223 Consideration of short-term interference

The acceptability of short term interference may be determined by considering whether the
interference power due to operations near any critical contour point exceeds the valye specified by
the short-term criterion for more than an acceptable percentage of time, Psr. The short-term
interference criteria used in Recommendation ITU-R SF. [4-9S/ESV-A] for the 6 and 14 GHz bands

The determination of the short-term interference power due to ESV operation near a CCP depends
on the propagation loss on the path from that CCP. In particular, it depends on the propagation loss

ITU-R SF.148S, or in §2220f Annex 1 to Recommendation ITU-R SM. 1448. The percentage of
time associated with ESV operation near a critical contour point depends on which situation applies
of those that can occur under the three cases described above in§221,

In cases where the main-beam axis of the FS has a natural intersection point on the operating

two 10-dB points of the FS antenna

Except for the CCPs that are adjacent to an NIP, which are treated as end points of the operating
contour, the percentage of time Pisvi depends on the time it takes the ESV to move from the
mid-point of the preceding segment of the operating contour to the midpoint of the following
segment of the contour. Where the CCP is an end-point of the operating contour, one of these
segments does not exist and its contribution is set to zero.

There is also a possibil ity that more complex situations can occur, but these can be addressed using
an approach similar to the one suggested here,
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3 Application of CCP methodology in identifying available spectrum

The spectrum available for ESV terminals on ships under way in or near ports can be determined
using the CCP methodology to evaluate whether use of a particular frequency will result in more
than a permissible amount of interference between the ESV and stations in the fixed service.

After the critical contour points have been determined for a FS receiving station, Annex 2 may be
used to determine whether both the long-term and short-term interference levels are acceptable.
Those frequency ranges where ESV operation can be shown not to cause unacceptable interference
to any FS receiver can then be assigned for use by ESVs that visit that particular port.

FIGURE 1
Basic interference geometry
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ANNEX 2

The calculation of interference from earth stations on board vessels

1 Introduction

Resolution 82 (WRC-2000) is concerned with provisions for Earth Stations on Vessels (ESVs)
operating in the frequency bands 3 700-4 200 MHz and 5 925-64 25 MHz. Three new
Recommendations were developed in WP 4-9S, two of these only require consideration of
short-term interference criteria. These are Recommendation ITU-R SF. [4-9S/ESV-A] which
addresses the off-shore distance beyond which interference into the fixed service need not be
considered and Recommendation ITU-R SF, [4-9S/ESV-B}, which addresses the determination of
the area within which the interference potential of ESVs needs to be considered in instances where

ESVs. Once this determination has been made, it is necessary to consider interference into stations
beyond the radio horizon as well as interference into stations that have line-of-sight coupling to the
operating positions of an ESV in motion. In the case of fixed transmitting earth stations, the
interference into FS receivers beyond the horizon is limited by applying short-term interference
criteria, and interference into receivers with line-of-sight coupling is limited by applying long-term
interference criteria. Recommendation ITU-R SF.1006 provides the methodology and interference
criteria for both long- and short-term interference assessment and recommends that both criteria be
met in the determination of interference potential. While ESVs add complexity to the determination

Section 2 below describes the statistics of the propagation loss between two stations on the surface
of the Earth, and shows, for different length paths, the relation between the loss exceeded for all but
a percentage of the time and the long- and short-term interference criteria that are applied when the
transmitting earth station is af a fixed location, Section 3 considers how to determine the
interference potential in the presence of the additional complexity caused by introducing motion to
the position of the interfering station and develops an approach derived from the use of the
Fractional Degradation of Performance (FDP) approach of Recommendation ITU-R F.1108 in
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2 Minimum required propagation loss for a fixed percentage of time with
stationary stations

The minimum required propagation loss required to meet a permissible level of interference power
at the antenna terminals of a receiving fixed station for a percentage of time p may be obtained with
Recommendation ITU-R SM.1448, where the minimum required loss is the loss that needs to be
equalled or exceeded by the predicted path loss for all but D% of the time*. Thus,

Ly(p)=Pt+Gt+Gr~-Pr(p) dB 4))

where;

p: the maximum percentage of time for which the permissible interference power
may be exceeded
Lp(p): the propagation mode (1) minimum required loss (dB) for p% of the time; this
value must be exceeded by the propagation mode (1) predicted path loss for all
but p% of the time
Pt the maximum available transmitting power level (dBW) in the reference
bandwidth at the terminals of the antenna of a transmitting terrestrial station or
earth station
Pr(p). permissible interference power of an interfering emission (dBW) in the reference
bandwidth to be exceeded for no more than P% of the time at the terminals of the
antenna of a receiving terrestrial station that may be subject to interference, where
the interfering emission originates from a single source
Gt : the gain (dB relative fo isotropic) of the antenna of the transmitting terrestrial
station or earth station. For a transmitting earth station, this is the antenna gain
towards the physical horizon on a given azimuth
Gr . the gain (dB relative to isotropic) of the receiving antenna of the terrestrial station
or earth station that may be subject to interference. For a receiving terrestrial
station, the maximum main beam axis antenna gain is to be used.

For long-term interference, the percentage of time is usually taken as 20 percent and the permissible
interference power is given, in accordance with Recommendation ITU-R SF.1006 as:

Pr(20)=10log(k Te By +J dBW (2)
where:
k: Boltzmann's constant, 1.38 x 10 > J/K

Te: the thermal noise temperature of the receiving system (K), at the terminal of the
receiving antenna
B: the reference bandwidth (Hz), i.e. the bandwidth in the receiving station that is
subject to the interference and over which the power of the interfering emission
can be averaged

J: ratio (dB) of the permissible long-term interfering power from any one interfering
source to the thermal noise of the receiving system.

* When p is a small percentage of the time, in the range 0.001% to 1.0%, the interference is
referred to as "short term"; if p > 20%, it is referred to as "long term".
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For short-term interference, the percentage of time is an appropriate portion of the total percentage
of time allowed for interference. For the purpose of the present discussion, we take the percentage
as 0.001%, and write;

Pr(0.001)=101log (k T, B) + 10log (10Ms /10 _1)  4BW 3)
where:
Ms:  link performance margin (dB).

Note that the permissible power for short-term interference is significantly larger than the
permissible power for long-term interference. That is,

Pr(0.001)-Pr (20)=10log (10Ms /10_1)_s 4B @)

Recommendation ITU-R SF.[4-9S/ESV-A] used a value of 19 dB for M, in developing a short-term
permissible interference power. Assuming 10 dB as a representative value for J, the difference in
equation (4) would be: :

Pr(0.001)-Pr (200229 dB (%)

These permissible interference powers can be used in equation (1) to determine minimum required
propagation loss, which must be exceeded by the predicted path loss for all but the same percentage
of time. The predicted path loss that is exceeded for all but a percentage of time p may be calculated
by the procedure in Recommendation ITU-R P.452, and denoted as Lys; (P). The dependence with
distance of the predicted path loss exceeded for all but 20 per cent of the time and for all but 0.001
per cent of the time typically appears as shown in Figure 1.

For the chosen antenna heights, the propagation path from the interfering source to the FS receiver
is just grazing at the path distance dj, At larger distances the receiver is beyond the radio horizon
and the predicted loss exceeded for all but 20 per cent of the time, L452(20), increases rapidly with
distance. At the critical distance d. , the difference between the predicted loss exceeded for all but
20 per cent of the time is larger than that exceeded for 0.001 per cent of the time by 29 dB. Hence at
this distance, the long-term and the short-term interference criteria for these time percentages are
both met or neither is met. At larger distances the long-term interference criterion is always met if
the short-term criterion is met. At shorter distances the short-term interference criterion is always
met if the long-term criterion is met. It is for this reason that only short-term interference criteria are
used in the determination of coordination area.
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FIGURE 1

Distance dependence of the predicted path loss for all but 20 per cent
and 0.001 per cent of the time (estimated)

3 Implications of time-variations in parameters other than propagation loss

In the case of ESVs, the interfering power at the receiving antenna is subject to changes in received
power due 1o movement of the transmitting earth station as well as those due io0 a propagation loss
that changes with time. The considerations for long-term and short-term interference can be
addressed by adapting techniques used in other sharing scenarios. The separate treatments that are
necessary for the consideration of short-term and long-term interference for ESVs in motion are
provided in the following subsections.

3.1 Short-term interference consideration

The considerations of short-term interference from ES Vs are not unlike, although more complex
than, those used for the determination of coordination area for a receiving fixed station with respect
to earth stations operating to non-GSO space stations. For the non-GSO case, only the horizon gain
(G:), shown above in equation (1), varies with time. The Time-Varying Gain (TVG) method in
§2.2.1 of Recommendation ITU-R SM.1448 is suggested as a supplementary method for these
scenarios (see alsoc Recommendation ITU-R SF.1485). The application of the TVG method requires
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the determination of the cumulative distribution of the horizon gain in the direction of the fixed
station exceeded for percentages of time (p, ). For each percentage p, the associated horizon gain
and the permissible interference power (P; (p)) are used in equation (1), above, to determine a
minimum required loss that should be exceeded for all but Pvper cent of the time, with the
constraint:

- {100 pip, forp,22p per cent ©)

50 forp,<2p

The predicted path loss for p, per cent of the time must exceed this loss for each Dratthe
coordination distance, in the determination of coordination area.

The ESV case is more complex in that the interfering path from the ESV to the fixed station also
changes as the vessel moves. Thus, there is no unique association with the percentages p, and the
Gains (G, ). For the determination of interference potential, it is necessary to consider a number of
points along the operating contour of the ESV as critical contour points and to associate a transmit
antenna horizon gain and a percentage of time with each of these points.

32 Long-term interference consideration

The consideration of long-term interference from ESVs is necessary only for the determination of
interference potential. This scenario is not unlike the scenarios of space-to-earth interference from
non-GSO satellites into FS receivers, for which the concept of Fractional Degradation of
Performance (FDP) was developed. Recommendation ITU-R F.1108 defines FDP as:

AL

FDP=1 - Average Interference Power

Ny Nt

Q)

where:
Nr: the effective noise power at the receiver input (dBW/B)
1;: the ith level of interference power present at the receiver input (IBW/B)
Ji. the fraction of time that the ith interference level is present
B:  areference bandwidth.

In the case of interference from non-GSQ satellites, it is usually assumed that the satellite emissions
propagate under free-space conditions, although atmospheric losses have been included in some
cases. Thus, the FDP is determined with equation (7) by using a simulation to obtain the values of
interference power and the fraction of time for which they occur. In considering interference
between fixed terrestrial stations and fixed earth stations, the usual procedure is to use a propagation
model such as that of Recommendation ITU-R P.452 for the determination of propagation loss. A
composite approach can be developed by using Recommendation ITU-R P.452 to determine the
propagation loss, exceeded for all but 20 per cent of the time, to a critical contour point. By scaling
this loss in accordance with the distance-squared dependence of the free-space loss, the contribution
to the FDP from operations along portions of the track of an ESV can be determined in closed form
by direct integration. To conform more closely to the methodology used with earth stations for the
determination of interference potential, the interference potential will be determined on the basis of
the average interference power - the numerator of the expression in equation (7). This average
power can be compared directly with the permissible value of long-term interference. The approach
is described more fully in section 4.
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4 Detailed consideration of long-term interference

To consider the long-term interference from ESVs operating on a proposed contour within the
off-shore distance, it is first necessary to break the operating contour into a set of straight-line
segments. The ends of these straight-line segments provide the basis for the determination of all of
the critical contour points defined using the method of Annex 1 needed to determine the average
interference power. In the cases where the main-beam axis of the fixed service antenna intersects
one of the segments, the intersection point is also a critical contour point for that FS station. The
average interference power is developed as the sum of the contributions from each segment of the
operating contour. Following the usage and notation of Recommendation ITU-R SF.[4-9S/ESV-A],
it is assumed that fzs» vessels per year traverse the operating contour, each at a constant speed of
vesy km/hour.

When a segment contains an intersection with the main-beam axis of the FS antenna, the
contribution due to the passage of the ESV through the main beam is likely to dominate the
contribution from that segment to the average interference power. The contributions due to a
main-beam passage and due to passage through a segment that has no main-beam axis intersection
are considered in the following two subsections, respectively. The overall procedure for including
all contributions to the average interference power is contained in a third subsection.

4.1 Contribution from a main-beam passage to the average interference power

Recommendation ITU-R F.699 or F.1245 may be used to provide the functional form of the fixed
service antenna gain (dBi) at an angle of ¢, degrees from boresight as:

2
G, (¢,)=G,, _2-5"10—3[?] $; for ¢, <4,

where:

=10%%="7"/%" ratig of antenna diameter to wavelength

N L)

204
b =

G, =2+15log(D/A) : the antenna gain at the first side lobe (dBi).
Then the gain ratio in the main beam within an angle of ¢, degrees from boresight is given by?2
8.#)=8u e "  forg, <4, @®)

G — G, : the off-boresight angle to the first sidelobe (degrees)

with:

. In(10) S D)z
=——2(25x10) 2
@’ =" @3~ p)

2 Throughout these developments, quantities in dB, dBi or dBW are identified by capital roman
italic symbols. The same quantities, when expressed in power ratios or power units, are denoted

by the lower case form of the same roman italic symbols with the same subscript. Thus,
g = 100 /10 _ o Ounu In10)/10
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FIGURE 2
Geometry of a main-beam passage of an ESV

The geometry of the main-beam passage is shown in Figure 2. The operating route for the ESV is
along the x-axis, which crosses the main beam axis at x = 0 with an angle & . The main beam of the
antenna has a —10 dB beamwidth (2 ¢,) of less than 2 degrees for an antenna with a maximum gain
of 45 dBi which is representative for the 6 GHz band. The main beam intersects the ESV track over
the range of x between x_,, and x,,. The received power (Watts in the reference bandwidth) received
when the ESV is displaced from the point where the main-beam axis crosses the ESV track by x
km, and from the FS receiver by  km, may be written as:

2
= Pi808rmax % a4 ©)

Prax £4520(20) £ #2

where:
pr. the transmit power in Watts in the reference bandwidth

8w the transmit antenna gain (as a ratio) toward the FS receiver when the ESV is at
the beam intersection

gmar. the maximum gain (as a ratio) of the receiving antenna
4 the feeder loss ratio of the FS receiving system

4s2.0(20). the propagation loss ratio to the beam intersection, as calculated with
Recommendation ITU-R P.452, that will be exceeded for all but 20 per cent of the
time
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¢ . the off-main-beam axis angle in degrees

$w . the off-main-beam axis angle in degrees for which the gain of the receiving
antenna is 10 dB below ifs maximum.

Note that the transmit antenna gain is assumed to be constant over the narrow (less than 2 degree)
angular region, and the propagation loss has been scaled for the distance 7.

Since the half-width of the main beam is less than 1 degree, one can write approximately:
r =r, +xcosé,
¢, = (180/7)xsind, /(r, + xcosb,)

The mean value of the interference power for a transmitter uniformly distributed over the route
from x._. t0 X, is:

+x Tpr.xdr

pr,O =
X M X

where p, . is given by equation (9). With a change in the variable of integration to ¢, this becomes:

~— DB Brmm 28u1@/180) [ 1
Peo = i = - e“"dg, 10)
°f 4520(20) £ (x,,, -X_ . )sm 6,| 29, _ 5.

The term in square brackets is the average gain relative t0 gme, (as a ratio) of the main beam
measured between the angles where the gain is 10 dB below the maximum gain. For the reference
antenna pattern of Recommendation ITU-R F.699 or F.1245, this quantity has a value of 0.565.

The average given by equation (10) may be converted to an average aggregate power over a year by
multiplying by the fraction of a year that this average interference power is present. The time in
hours for a vessel to pass through the main beam is (x,, —x_, )}/ v . If the number of vessels per
year passing through the main beam is fgsy, the aggregate average interference power averaged
over a year is given by*:

}:Jw = P 810 8rmax 2”¢ur? fESV (0565) (11)
T £4520(20) £ 180 v, sin 9, 8760

where 8 760 is the number of hours in a year.

Note that the average long-term interference power is significantly lower than that which would be
ascribed to an earth station with the same characteristics if it were permanently located at the point
where the FS antenna main-beam axis crosses the operating track of the ESV. For instance, with a
90 degree crossing angle, which generates the least interference, and with 1000 passes of a vessel at
a speed of 5 knots (9.261 kin/hr) at a distance of 20 ki, the average interference power given by
equation (11) would be 23.8 dB lower. For the same situation, except with a crossing angle of

20 degrees, the average would be only 19.1 dB lower. Of course, contributions from ESV operation
on other portions of the operating route would need to be taken into account as they would further
reduce this dB difference. Even if these other contributions could be neglected, it is not clear

* The tilde (~) above the symbol for the average interference power is used as a reminder that this
quantity is a power with units of Watts in the reference bandwidth.
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whether the long-term or the shori-term criteria would be controlling for this case, given that the
short-term criteria would be applied to the interference power at the main beam axis intersection
with the operating contour. It is for this reason that both the short-term and the long-term
interference criteria must be applied for ESVs in motion.

4.2 Contribution to the average interference power from a segment without a main-beam
intersection
The geometry and co-ordinates for this case are shown in Figure 3. The vessel traverses a segment
of the operating contour between x, and x;. The formulation is similar to that of equation (9), except
that the length of the segment may be much longer than a beamwidth passage. Consequently, in this
case the horizon gain of the ESV is replaced by its maximum value on the azimuth to the FS
receiver as it passes through the segment. While the actual gain pattern of the FS antenna could be
included in an integration, a simpler approach is to assume that the FS gain in dBi varies linearly
with the azimuth angle between ¢, and gh. Note that the azimuth angles in this formulation are
measured from the perpendicular dropped from the FS station location to the line containing the
segment from x, to x,. The linear approximation is conservative in that the reference antenna gain
pattems outside the main beam are either flat or concave upward; it will not degrade the accuracy of
the results because the difference in the gain from one end of the segment to the other is not usually
large. Accordingly, the received power (in Watts in the reference bandwidth) when the ESV is on
such a segment at a distance x from the intersection of the perpendicular dropped from the FS
station to the line containing the segment is given as:

2
P 81,ab s & réy
= ; (12)
Pra=% 4524(20) £ ri,+x°
where:
pr. the transmit power in Watts in the reference bandwidth

Z.a»: the maximum transmit antenna gain ratio toward the FS receiver when the ESV is
between x, and x;

4. the feeder loss ratio of the FS receiving system

4524 (20): the propagation loss ratio to the point x,, as calculated with Recommendation
ITU-R P.452, that will be exceeded for ail but 20 per cent of the time

g,, - the gain (as a ratio) of the receiving antenna on the azimuth ¢ to the point x
r... distance from the FS station to the line containing the segment from x, to xs.

Under the assumption that the gain of the receiving antenna, in dB, varies linearly from G, at ¢, to
Gy at gy, the gain ratio g,, can be written as:

n(10Y Gpp~Grg

(9r—ra)
8ré, =8ra€ "’"“""'] (13)
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The mean value of the interference power p, , over the segment may be developed as in equation

(10) by integrating equation (12) over the interval x, to x; and dividing by the interval length.
Changing the variable of integration to ¢ where x =r _, tan(z ¢, /180) one finds:

FIGURE 3
Geometry of the passage of an ESV through a segment of an operating contour

outside of the main-beam of the FS antenna

P81t ”raz(¢rb _¢r¢)\)gmgrb

452,200 £, 1807 ,(x, ~x,)

sinch((G, — G, )In(10)/20) (14)

p r.ab =
where the angles ¢,, and ¢,; are expressed in degrees:
sinch(x) = S0
x

The time in hours for a vessel to pass through this segment of the operating route of an ESV is
(x, —x,)}/vzg . If the number of vessels per year passing through the main beam is fzsy-, the

aggregate average interference power from the segment, averaged over a year, is given by:

2 —
I.a,m- = P, gt,nb nggrb ar, (#rb ¢m)f_£iv_ sinch((G,,, —GM)III(IO)/ZO) (15)
£,,,(200 ¢, 180r ,8760v,,

The evidence that this development began with an expansion of the propagation loss factor at the
point x, resides in the term r2 / £ 45, ,(20) in equation (15). If the average interference power had
been determined from the propagation loss factor at the point x;, the average interference power

CAWINDOWS\TEMPWO92E WWIREV.DOC 26.04.02 10.05.02



«17-
4/92-E

would be identical except for the replacement of r‘f /£ 452 4(20) by r,,z 1 £4525(20) . If the

propagation loss factor exceeded for all but 20 per cent of the time varied inversely with the square
of the distance, these two terms would also be identical. A simple approach that compensates for the
deviation from the inverse square-law dependence is to average the two calculations, which gives:

2 2
T,,;,w - P81 VEr8n ”(#rb —ﬁm)fESV ( r, + r, )Smﬁh((Grb “'Gm)lﬂ(IO)/20) (16)
: 24, 18078760V, | £.5.(20) £, (20)

43 Aggregate average interference power from an operating contour

The critical contour points are identified by breaking the operating contour of the ESV into
straight-line segments and locating the geographic locations of the points where the ends of
segments join together. Afler finding the azimuth to each of these critical points from a given FS
receiver, it can easily be determined whether the main-beam axis of the FS antenna intersects any
segment.

If no main-beam intersections occur, the average value of the potential interference can be
determined by summing the contribution from each segment of the operating contour using
equation (16).

If there is a main-beam intersection on one of the segments, there will be one, two or three

contributions to the total average interference potential from operations on that intersected segment.

These contributions are added to the partial sum developed from the contributions of each of the

remaining segments as calculated by equation (16).

The three possible contributions from the intersected segment are determined as follows:

— A contribution corresponding to the main-beam passage is determined by applying equation
(11). If this segment lies entirely within the main beam of the FS antenna, this is the only
contribution from this segment.

- The contribution from the portion(s) of this segment outside the main beam of the FS
antenna may be determined using equation (16) by identifying additional Critical Contour
Point(s) at the edge of the main beam.

Throughout these discussions, it has been assumed that the horizon gain of the ESV transmit
antenna does not have a strong variation with azimuth. The procedure can be easily modified to
accommodate for variation in the horizon gain with azimuth, When neither antenna gain has a
maximum for an ESV position within a segment, the gain averaging that was applied to the receive
gain in § 4.2 can be applied to the product of the transmit and receive gain ratios. In this case
equation (16) becomes

7 _ P BuBuButs :t(m-im)fm( R Jx

b 24, 1807 ,,8760v g, | £,.,,(20) £,,,(20)
sinch{(G,, + G, — G,, - G.,)In(10)/20) an
where:
£:is. the transmit antenna gain ratio toward the FS receiver when the ESV is at the CCP
at x,
gn: the transmit antenna gain ratio toward the FS receiver when the ESV is at the CCP
at xp.
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Alternatively, when the transmit antenna gain has a maximum with respect to 8 FS receiver when
the ESV passes through a segment and the receive gain does not, a more accurate result can be
obtained by defining the point on the segment where a particular FS receiver experiences the
maximum as an additional critical contour point to be used to determine the interference potential to
that receiver.

5 Detailed consideration of short-term interference

The considerations of the short-term potential interference from ESVs differ in two significant
respects from the short-term interference considerations used in the determination of the offshore
distance beyond which interference from ESVs need not be considered. In determining the off-shore
distance, consideration was limited to cases where the ESV crossed through the main-beam axis of
the FS receiving antenna. Consideration was further limited to the case where the crossing track was
perpendicular to the main-beam axis. The short-term considerations developed in this section
accommodate all of the possibilities and, hence, will paraliel the development in the preceding
section.

In considering the potential for short-term interference to a fixed service receiver from an ESV on
its operating contour, it is necessary to determine a short-term potential interference power from
each of the critical points on that contour in order to determine which point controls the short-term
interference. In the following development, it will be assumed that there is a single critical point
that determines the potential interference power, which is exceeded for a specified percentage of the
time and can be compared to the short-term interference criterion. Because of the inter-relations
between the parameters, a direct identification of the controlling point and the associated power
cannot usually be made directly. While several approaches are possible, the one in this section
appears to be the most direct.

For convenience in the following developments, the critical contour point determined by a
main-beam crossing, when such a crossing exists, will be designated by the number 0. The
remaining critical contour points, which identify the points where the operating contour changes
direction, will be numbered in sequence along the contour from 1 to Nccp, where Necp is the
number of such critical contour points on the operating route of the ESV. In accordance with the
discussion in § 3.1 and in conformance with the developments in § 4, the power at the FS receiver
(in dBW) that is exceeded for psr per cent of the time when the ESV is operating near the ith critical
contour point is given as:

Isr (Psr) =P +Gyy+ Gy —Lp — Lysa (PL1) (18)

where:
psr: the percentage of time for which the permissible power level for short-term
interference (see equation (3)) may be exceeded
P, the transmit power in dBW in the reference bandwidth
G,; the transmit antenna gain toward the FS receiver when the ESV is at the ith
critical contour point, for i = / to N, (dBi)
G, the gain of the receiving antenna toward the ESV when the ESV is at the ith
critical contour point, for i = I fo N, (dBi)
Lr: the feeder loss of the FS receiving system (dB)

Lys2i (pus ). the propagation loss to the ith critical contour point, as calculated with
Recommendation ITU-R P.452, that will be exceeded for all but p.; percent of the
time, for i = 1 fo N, (dB).
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The percentage of time, py,, is given by:
Pui =100pg | Pegy, 19

where:

pesvi. the per cent of time associated with the ESV operation near the ith critical contour

point.

In the case of a main-beam crossing, a direct evaluation of the necessary values is possible. The
percentage of time associated with the ESV operation near the main-beam crossing is the time to
cross the main-beam of the FS antenna at a specified gain level relative to the maximum gain. In
Recommendation ITU-R SF. [4-9S/ESV-A] and in § 4 above a 10 dB width was used. For

consistency the same width should be used for the determination of the short-term interference
potential. Using the 10 dB beamwidth as the basis for calculating the percentages pgsvo,

= 4x10—4 fESV ¢m rU (20)

P ;
e A

where the symbols were defined in deriving equation (11).

Using equations (18)-(20), one can determine Is7,0, the value of the power at the FS receiver that is
exceeded for psr per cent of the time due 1o operation of the ESV in the main beam of the FS
antenna. Although there may be areas close o another critical point on the operating route of the
ESV, which could lead to the determination of a short-term power that would be almost as high for
the same percentage of time, only a single worst-case maximum power will be considered. The
alternative would be to partition the permissible percentage of time, psr, between these critical
contour points.

In order to determine the potential interference power from a critical contour point that is not the
result of the intersection of the main beam with a segment of the operating contour, one must first
determine the associated percentage of time that the ESV operates close to that CCP. The most
direct and conservative approach is to associate with a given CCP half of each of both adjacent
operating segments. Thus, denoting by x,,.; the length of the segment between the CCP numbered i
and an adjacent CCP numbered (i+/), the percentage of time associated with this CCP is:

fesy it +%,4)
87.6V gy

The values of each of the critical short-term potential interference powers can be determined (i=0)
using equations (21) and (19) with (18). The largest of these short-term powers is the controlling
power to be used in comparison with the permissible short-term interference power.

and 100 per cent (21)

Prsyi = Lesser of

6 Summary

This Annex describes a set of procedures that can be used to determine the interference potential of
emissions from an ESV operating on a prescribed contour near land.

Although this procedure concentrates on the 6 GHz band, the same approach may also be applicable
to the 14 GHz band, which is also addressed in Resolution 82 (WRC-2000). The performance of
fixed service links in the 14 GHz band is affecied by multipath fading and by precipitation fading,
and the relative importance of the two mechanisms depends on the radiometeorological climate.
With other considerations constant, sharing conditions are more restrictive when multipath fading
controls the performance of a fixed service link. Hence this procedure should also be appropriate for
the 14 GHz band. '
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The table of parameters to be used as guidance in applying the method may be found in
Recommendation ITU-R [4-9S/ESV-A). The parameters for ESVs should represent the actual
system parameters, which should conform to those in Recommendation ITU-R S.[4/57 Rev.1]. The
parameters for fixed links should also represent the actual system parameters. Regarding the
interference criteria, Recommendations ITU-R SF.1006 and SF.[ESV-A] may be referred to.

ANNEX 3

Alternative method for calculation of interference from
earth stations on board vessels

1 Introduction

This Annex describes a set of procedures by which the method in Annex 2 can be modified so that
it can be implemented using simulation techniques. These procedures may require additional
computing time, but may lead to more accurate results.

2 Simulation Procedure
Initially, the operating contour is subdivided into a large number R of small straight-line segments
AF centered at 7, (/ = 1, 2, ..., R) in such a way that the length of the segments remains constant.

From the discrete version of the total probability theorem, one has
R
Pripy, > 1}= > Prlpe, > 11Gi— 4712, F + &% 1 21} PelF, - 47,12, 7+ &%/2] )
i=0

In equation (1), Pr{p,, > I} is the probability that the level / (dBW) of the interference power be
exceeded;Pr{p_, >I|(F,—AF,/2, F, +AF /2] is the same probability, conditioned to the positioning
of the ESV within the interval (7, — A7, /2,7, + A%, /2]; and Pr{(r",. —-AF /2, F+AF,/2] isthe
probability of the interval in the operating contour. Assuming that the ESV velocity vgsy remains

constant in the operating contour, that the number of vessels per year passing through the operating
contour is fxsy, and since all the intervals have the same probability, it follows that

. - - - fst'N fEsV'At
Pri(F —AF /2.F + AF [2)}=—28% = - JESV 2
{7, - AR 12 F,+ 47,121} 365-24-3600 31536000 @

where Ar= |AF|/vgg, . Combining equations (1) and (2), and remembering that the segments are
small, one gets the basic equation of the simulation procedure
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At E o
Pr{Pu>I}"‘3—?§;T".OO ;Pr{phﬂrir:ri (3)
Equation (3) indicates that Pr{p,, > 1|7 =F,}=p/100 should be evaluated at each point 7, of the
operating contour, the partial values accumulated and the results scaled to produce the probability

that the level 7 (dBW) of the interference power be exceeded. This procedure is then repeated for all
the levels I (dBW) of interest. Using straightforward notation, one can write

I=Ppg +Gpeg (aasv)"’ Grs (grs )" Lis = Lp 45 (D) 4)
In equation (4), which is analogous to equation (18) in Annex 2, Les2. (p) is the propagation loss in

the interference path characterized by the ESV located at 7, and by the FS receiver, as calculated

with Recommendation ITTU-R P.452-9. In the present simulation, equation (4) is inverted (either
analytically or numerically, depending on the path type) to yield the value of p (%6) related to the
given value of 7 (dBW) and to the particular location 7, of the ESV that is used in the right hand side

of equation (3).
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INTERNATIONAL TELECOMMUNICATION UNION

RADIOCOMMUNICATION Document 4/91-E

STUDY GROUPS Document 9/150-E
25 April 2002
English only

Source: Document 4-9S/TEMP/111

Working Party 4-9S

DRAFT NEW RECOMMENDATION
ITU-R SF.[4-9S/ESV-FREQ]*

Use of frequencies by earth stations on board vessels transmitting in
certain bands allocated to the fixed-satellite service

(Questions ITU-R 254/4 and ITU-R 226/9)

The ITU Radiocommunication Assembly,
considering

a) that Resolution 82 (WRC-2000) resolved to invite ITU-R, as a matter of urgency, to study,
as a complement to the 3 700-4 200 MHz and 5 925-6 425 MHz bands, the use of other fixed-
satellite service (FSS) allocations for earth stations on board vessels (ESVs) transmitting in the

6 GHz and 14 GHz bands;

b) that the band 13.75-14.5 GHz is allocated to the FSS (Earth-to-space) on a worldwide basis;

c) that the current use of the band 13.75-14.0 GHz by the radiolocation service for maritime
applications may not be technically compatible with the operation of ESVs;

d) that the band 14.3-14.5 GHz is also allocated to the fixed and mobile (except aeronautical
mobile) services and some allocations in this band are on a regional basis;

e) that No. 5.505 of the Radio Regulations makes an additional allocation of the band
14.0-14.3 GHz 1o the fixed service (FS) in a number of countries and that No. 5.508 of the Radio
Regulations makes an additional allocation of the band 14.25-14.3 GHz to the FS in a number of
countries;

f that the band 14.0-14.3 GHz is also allocated to the radionavigation service;

g) that the use of the band 6 425-6 725 MHz by remote sensors for passive microwave sensor
measurements, operating under No. 5.458, needs to be reviewed;

* This Recommendation should be brought to the attention of ITU-R Study Group 8 (WP 8D).
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h) that, when planning to operate within the distances of Recommendation ITU-R
SF.[ESV-A], the probability of obtaining the agreement of affected administrations may be
increased if ESVs operate in bands not shared with terrestrial services;

b)) that where, in a given region, there is little use of certain bands within the range

14-14.5 GHz by terrestrial services the probability of obtaining approval for ESV operation within
the “minimum distance™ within that region, would be increased by selecting frequencies within
those lightly used bands;

k) that the service areas of existing geostationary FSS satellites operating in the 14 GHz band
are not global,

recommends

1 that the bands 5 925-6 425 MHz and 14-14.5 GHz may be suitable for ESV operation
(Earth-to-space) from a technical point-of-view (NOTE 1);

2 that the agreement of potentially affected administrations be obtained before ESVs operate
within the “minimum distances™ in Recommendation ITU-R SF.{ESV-A].

NOTE 1 — The band 6 425-6 725 MHz is also allocated to the FSS. However the suitability of this
band for ESV (Earth-to-space) needs further study due to some different sharing conditions arising
from other services which may exist in this band and the corresponding downlink band (3 400-

3 700 MHz) as compared to the bands 5 925-6 425 MHz and 3 7004 200 MHz,

* Minimum distance is the distance for ESV stations beyond which these stations are assumed not
to have the potential to cause unacceptable interference to stations of fixed service.
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